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A
JACK HOUSING
GRDUNDING
INSERT MODULE
COMPONENTS ELECTRICAL
IDC MODULE s ) ELECTRICAL INSULATION RESISTANCE : 500 M)
7 MIN. @ 100V D.C
R I ; DIELECTRIC WITHSTANDING VOLTAGE : 1000V D.C. OR
WIRE CAP A.C. PEAK CONTACT TO CONTACT @ GOHZ FOR 1
5 |wire cap ] MINUTE, 1500V D.C. OR A.C. PEAK CONTACT TO PANEL
@ GOHZ FOR 1 MINUTE
4 IDC MODULE 1
I ) MECHANICAL
( El 8 |INSERTMODULE ! INSERTION / EXTRACTION LIFE : 750 CYCLES MINIMUM
s g o > |GROUNDING ] IDC WIRE GAUGE : 22 ~ 24 AWG
= - LT
. 1 |JACK HOUSING 1 PHYSICAL
S 1 HOUSING : ZINC-ALLOY FULLY SHIELDED
A ITEM |PART NAME QTy SPRING WIRE : PHOSPHOR BRONZE ALLOY PLATED WITH

50 MICRO-INCH OF GOLD
IDC : PHOSPHOR BRONZE ALLOY WITH 100
8.20 MICRO-INCH 100% SN ALLOY
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